
EXTEND 48" DEEP
CONCRETE AWAY FROM

BOLLARD A MINIMUM OF 12"
IN THREE DIRECTIONS

LOCATE BOLLARD 6" FROM
CURB/SIDEWALK EDGE

CONCRETE  BACKFILL
48" DEEP TRENCH SET

AND BRACE
BOLLARDS PLUMB

AND A  MINIMUM 48"
APART IN TRENCH

1" RIGID INSULATION
OVER 4 MIL VAPOR

BARRIER5" THICK CONCRETE
SIDEWALK - BROOM
FINISH SO AS NOT TO

POOL WATER

6 X 6 10/10 WWM

8" FIXED TRAFFIC BOLLARD
DETAIL

4' ON CENTER

STANDARD SCH 80 GALV. 8"
PIPE
POST BARRICADE - CONCRETE
FILLED. MINIMUM 36" ABOVE
GRADE

REINFORCE BY
FILLING BODY WITH

CONCRETE

STANDARD BLUE BOLLARD
SLEEVE WITH REFLECTIVE VA
LOGO TO MATCH EXISTING

SET BOLLARD A MINIMUM
36" BELOW GRADE

SEALANT & 1/2" EXP.
JOINT FILLER WHERE
WALK ABUTS CURB &

EVERY 20' ALONG
WALK.

12"
12"

12"

PAVEMENT
6"

6'

6'6'

4'min.

REMOVE/REINSTALL AS NECESSARY

1.  INSTALL NEW ASPHALT LAYERS (TOP
COURSE, BINDER COURSE) IN ACCORDANCE
WITH SPECIFICATION SECTION 329502.
2.  IN AREAS WHERE TRENCHING OCCURS
UNDER ROADWAY BACKFILL TRENCH PER THE
APPROPRIATE TRENCH SECTION DETAIL AND
INSTALL NEW ASPHALT IN ACCORDANCE WITH
SPECIFICATION 329503.
3.  HOT TACK ALL EXISTING DRAINS, VENTS OR
GRATES AREAS IN NEW PAVEMENT AREAS
CALLED OUT.
4. INSTALL NEW ASPHALT SURFACES IN
ACCORDANCE WITH SITE PLAN ON GS-101 .
5. PITCH ROADWAYS AS REQUIRED TO
ESTABLISH PROPER DRAINAGE.

(LEAVE UNDISTURBED UNLESS NECESSARY

NOTE: PROVIDE APPROXIMATELY NEW FENCE IN LOCATIONS

INDICATED. COMMERCIAL GRADE ORNAMENTAL ALUMINUM,

STRAIGHT TOP, 10' HIGH FENCE, INCLUDING 20' ROLLING & 9'

SWING GATES.

2.8727

ITEM QTY

1

I202-48 PICKET

13

2

70-1/2" - 13 HOLE IND. STRINGER

2

3

2-1/2" POST

2

4

2-1/2" ALUMINUM POST CAP

2

5

70-1/2" - 13 HOLE IND. HEADER

1

WIDTH SCALED FROM PLAN

6" THICK, 4000 PSI FIBERED CONCRETE
SIDEWALK

6" COMPACTED CRUSHER RUN

WWF 6X6- W1.4  X  W1.4

â

ALLAN BLOCK OR EQUAL 

WALL BATTER

FROM VERTICAL

EXPOSED WALL HEIGHT

4 in (100 mm) TOE DRAIN

PIPE VENTED TO DAYLIGHT

WELL-GRADED GRANULAR WALL

ROCK 0.25 in to 1.5 in 

(5 mm to 38 mm)

LESS THAN 10 % FINES

RETAINED SOIL

FINISHED GRADE

ALLAN BLOCK OR EQUAL

UNIT

EMBEDMENT DEPTH

12 in (300 mm)

4 in (100 mm)

ALLAN BLOCK OR EQUAL

UNIT

WELL-GRADED GRANULAR

WALL ROCK 0.25 in TO 1.5 in

(5 mm TO 38 mm)

LESS THAN 10 % FINES

MINIMUM OF ONE BURIED

BLOCK EXTENDED INTO

SLOPE TO PREVENT EROSION

FINISHED

GRADE

NOTE: NEW FENCE TO BE COMMERCIAL GRADE ORNAMENTAL

ALUMINUM, STRAIGHT TOP, 5' HIGH FENCE, INCLUDING 20'

ROLLING & 9' SWING GATES.  MUST MATCH EXISTING

FENCING.

2.8727

ITEM QTY

1

I202-48 PICKET

13

2

70-1/2" - 13 HOLE IND. STRINGER

2

3

2-1/2" POST

2

4

2-1/2" ALUMINUM POST CAP

2

5

70-1/2" - 13 HOLE IND. HEADER

1

1
2" EXPANSION JT

WIDTH SCALED FROM PLAN

6" THICK, 4000 PSI FIBERED CONCRETE

SIDEWALK

6" COMPACTED CRUSHER RUN
WWF 6X6- W1.4  X  W1.4

1.  REMOVE EXISTING SURFACE AND BASE
MATERIAL AND REPLACE PER DETAIL ABOVE.
OR PROVIDE NEW SIDEWALK WHERE SHOWN
2.  EXPANSION JTS. IN SIDEWALK EVERY 20'
O.C. CAULKED WITH DOW CORNING 890-SL OR
APPROVED EQUAL.
3.  CAULKED EXPANSION JTS. IN NEW
SIDEWALK, SHALL RUN FULL LENGTH OF EDGE
ABUTTED TO EXISTING OR NEW CURB.
SUPPORT ALL NEW GRANITE CURBING WITH
CONCRETE BACKER BEFORE PLACEMENT
4.  WWF MUST BE SUPPORTED BY CHAIRS.
5. PITCH SIDEWALK 2% MIN FOR POSITIVE
DRAINAGE.

EXISTING OR NEW
BANK RUN GRAVEL

8" OF 11
2" CRUSHED

BANK RUN GRAVEL

5" X 18" GRANITE
CURB

CLASS B CONCRETE)
(3000 psi)

11
2" WEARING TOP COURSE

2" BINDER COURSE

CLASS B CONCRETE)
(3000 psi)

WIDTH SCALED FROM PLAN

6" THICK, 4000 PSI FIBERED CONCRETE

SIDEWALK

6" COMPACTED CRUSHER RUN

WWF 6X6- W1.4  X  W1.4

8" OF 11
2" CRUSHED

BANK RUN GRAVEL

5" X 18" GRANITE
CURB

CLASS B CONCRETE)
(3000 psi)

11
2" WEARING TOP COURSE

2" BINDER COURSE
LANDSCAPEDSURFACE FILLSEE SURFACE INDEXGS-101.

EXISTING OR NEW
BANK RUN GRAVEL

MISCELLANEOUS

SITE PLAN DETAILS

UPGRADE FOR BUILDING 16

SITEWORK

07/02/2013

528A7-13-715

GS-102

5 11

AZHCF

 

16

VAMC SYRACUSE, NY

9

ALLAN BLOCK RETAINING WALL DETAIL (TYP)

1"=1'-0"

5

BOLLARD PLAN AND SECTION (TYP) 

NTS

6

CURB RAMP DETAIL (TYP)

NTS

4

ASPHALT PAVING SECTION (TYP)

NTS

1

ALUMINUM SECURITY AND PERIMETER FENCE (10') DETAIL

1/4"=1'-0"

3

GRATE DRAIN AND GRANITE CURB DETAIL

NTS

10

ALLAN BLOCK WALL STEP UP/STEP DOWN DETAIL (TYP)

NTS

11

TRUNCATED DOME TACTILE - WARNING STRIP DETAIL

NTS

2

ALUMINUM SECURITY AND PERIMETER FENCE (5') DETAIL

1/4"=1'-0"

7

NEW OR REPLACEMENT SIDEWALK DETAIL (TYP)

NTS

8

NEW GRANITE CURB TO SIDEWALK DETAIL (TYP)

NTS

12

NEW GRANITE CURB TO SURFACE FILL DETAIL (TYP)

NTS


